
National Transportation Safety Board
Washington, DC 20594

Brief of

Adopted

Make/Model:
Engine Make/Model:

Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:

Printed on : 10/09/2014 09:15:06 PM

Accident

06/11/2014

CEN13LA011
File No. 32631 10/11/2012 Roanoke ,TX Aircraft Reg No. N848Z Time (Local): 18:00 CDT

Meyers/LITTLE TOOT
Lycoming / 0-320-H2AD
Substantial
1
None
Personal
Part 91: General Aviation

Roanoke, TX
Same as Accident/Incident Location
On Airport/Airstrip

0 0 1
0 0 0

Day
Pilot
Visual Conditions
None
10.00 SM
150 / 009 kts
29

                                   No Obscuration; No Precipitation

*** Note: NTSB investigators may not have traveled in support of this investigation and used data provided by various sources to prepare
this aircraft accident report. ***

While on initial takeoff and about 200 feet above ground level, the airplane's engine experienced a total loss of engine power. The
airplane was about midfield of the 3,500-foot runway, and the pilot landed on the remaining runway. The pilot could not stop the airplane
in the distance remaining, and the airplane departed the end of the runway and collided with two fences before coming to rest inverted.
Examination of the airframe revealed that the fuel lines were partially obstructed with sealant that had been used on an in-tank fuel gauge
to create a gasket, which was found deteriorated. No further anomalies were detected with the airframe or engine that would have precluded
normal operation.
Updated  at Jun 11 2014  1:15PM

Airport Name:
Runway Identification:

Runway Length/Width (Ft):
Runway Surface:

Runway Surface Condition:

Northwest Reginal AIrport
17
3500 / 40
Asphalt
Dry

61

Private; Single-engine Land

None

258
10
179
3

Type of Flight Operation:
Reg. Flight Conducted Under:

giuv
Instrument Ratings



Brief of

 

CEN13LA011
File No. 32631 10/11/2012 Roanoke ,TX Aircraft Reg No. N848Z Time (Local): 18:00 CDT

OCCURRENCES

Takeoff - Loss of engine power (total)
Landing - Runway excursion
Landing-landing roll - Collision with terr/obj (non-CFIT)
Landing-landing roll - Nose over/nose down

FINDINGS

Aircraft-Aircraft systems-Fuel system-(general)-Damaged/degraded - C

Findings Legend: (C) = Cause, (F) = Factor

Accident (Continued)

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows:
The total loss of engine power due to partially obstructed fuel lines.


